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Fit design, approved
and connected

Be at the centre of the conversation - 
Communicate without limits
with SENA for SHARK
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1 4 Button & BT Unit
2 Battery
3 Wired microphone
4 Wired boom microphone
5 R/L Speaker
6 Cable extension microphone

A 4 Button & BT Unit
B Battery
C Wired microphone
D R/L Speaker
E Cable extension microphone
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SENA for SHARK - MWS (single)
SENA for SHARK - MWD  (Duo)

•  Mesh Group for a maximum of 24 members. 
•  Maximum operating distance in optimal conditions 

of 1600 meters
• HD speakers (diameter 40 mm)
•  Developed for perfect integration with your Shark helmet. 

Performance, style and safety for optimal riding** 
• Waterproof
• Battery life 15 h
• Bluetooth 5.2 
• The intercom recharges in 2h30
•  Advanced Noise Control™ hreduces the effects 

of ambient noise
•  SHARK App, available for iPhone and Android, offers the ability 

to easily configure settings and access quick start guides with 
ease. 

Weight: 27,6 gr

Through the application, you can :

•  Pre-register 3 phone numbers
•  Manage your audio equalizer
•  Use the VOX feature to go hands-free
•  Manage VOX sensitivity   

*Compatible and approved with our entire range 22.06, except AERON GP

SENA FOR SHARK - BTS (SINGLE)
SENA FOR SHARK - BTD (DUO)

•  Bluetooth System for a maximum of 4 members.
•  Maximum operating distance in optimal conditions of 800 

meters
• HD speakers (diameter 40 mm)
•  Developed for perfect integration with your Shark helmet. 

Performance, style and safety for optimal riding
• Waterproof
• Battery life of 15 h
• Bluetooth 5.1 
• The intercom recharges in two and a half hours
• Bluetooth Universal Connectivity
• Advanced Noise Control™ reduces the effects of ambient noise
•  SHARK App, available for iPhone and Android, offers the ability 

to easily configure settings and access quick start guides with 
ease.

   

Weight: 27,6 gr

Our latest models are approved to integrate SENA and SENA Mesh Bluetooth inter-
coms incl. WAVE, the result of a close collaboration with SENA.

Design optimized for a minimal surface space. It has been designed to perfectly match the curves 
of our helmets. With its rich sound, advanced features and seamless integration, 
the SENA communication system ensures high-quality entertainment and real-time information 
while riding, while being remarkably discreet.
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1.0.0 ENGLISH

Powering On

= 1s
HOLD

Powering Off

= 1x
TAP

Download User Guide
• SHARKHelmets App  or www.shark-helmets.com.

Download SHARKHelmets App
• Android: Google Play Store > SHARKHelmets
• iOS: App Store > SHARKHelmets

Mesh
Intercom 
Button

Center Button

(+) Button

(- ) Button

ENGLISH

Powering On

= 1s
HOLD

Powering Off

= 1x
TAP

The headset will automatically enter the Phone Pairing when 
you initially turn on the headset.

Download User Guide
• SHARKHelmets App  or www.shark-helmets.com.

Download SHARKHelmets App
• Android: Google Play Store > SHARKHelmets
• iOS: App Store > SHARKHelmets

Smart Intercom Pairing
Pair the headsets together for intercom communication 
through QR code  scanning on the SHARKHelmets App .

1. Pair the mobile phone with the headsets.

2. Open the SHARKHelmets App  and tap  (Smart 
Intercom Pairing Menu).

3. Scan the QR code  displayed on your friend’s mobile 
phone.

4. Tap Save.

5. Tap Scan ( ) and repeat steps 3-4 to pair with other 
intercom friends.

Center Button

(+) Button

(- ) Button

QUicK start gUide


